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DESCRIPTION

Vibration screw driving: 0.4 m/s?

Vibration drilling into metal: 1.5 m/s

Sound power le 6 dB(A)

Sound pressure level: 85 dB(A)

REDLINK™ overload protection electronics in tool and battery pack deliver
Full metal planetary gearbox transmission for extreme durability

LED light for workspace illuminatior

Flexible battery system: works with al

FEATURES
Symbol
Typ
Nm max
llo$¢ akumulatoréw
llo$¢ biegow
Zasilanie
Napiecie akumulatora [V]
Srednica uchwytu wiertarskiego
Srednica wiercenia w drewnie
Srednica wiercenia w metalu

Obroty [obr/min]

7-05-2024

Milwaukee® M12

M12BDDXKIT-202X
bezudarowa

32.00

2

2

battery

12

10.00

25.00

10.00

0-400/0-1500

batteries

SYMBOL: 4933447129 MANUFACTURER: Mil L EAN: 400 3
M12 BDDXKIT-202X - Sub compact drill driver removable
chuck 12V, 2.0 Ah, in HD Box, in kit

+ Milwaukee® high performance sub compact 5-in-1 drill driver system for extreme versatility.
+ Standard 10 mm keyless chuck, full metal right angle %" hex drive head and full metal offset %" hex drive head.
+ %" hex drive behind chuck fitting, reduces drill length to 153 mm when required.

+ Removable chuck system with 3 different heads for multiples of applications.

1 oquke
U WARRANTY: EXTENDED WARRANTY (UPON ONLINE ﬂ/'dw/

REGISTRATION)

https://imilwauke.pl/en/17887-m12-bddxkit-202x-sub-compact-drill-driver-removable-chuck-12-v-20-a
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