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DESCRIPTION

Vibration chiseling and drilling: 20/22 m/s?

Sound power level: 106 dB(A)

Sound pressure level: 95 dB(A)

Tough, durable hammer with excellent drilling p rmance in concrete from the high torque motor and
Heavy Duty magnesium gear casing for optimum seating of gears for a longer operational life
Roto-stop and variolock for maximum control when doing light chiselling work
4 m cable
FEATURES

Symbol PLH32XE

Waga [kg] 3.60

Uchwyt SDS-Plus

Czestos¢ udaru [ud/min] 0-4500

Energia udaru 3.80

Moc [W] 900

Zasilanie network

Srednica wiercenia w betonie | 32.00

Srednica wiercenia w drewnie | 40.00

Srednica wiercenia w metalu | 16.00

Obroty [obr/min] 0-800
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SYMBOL: 4933400069

MANUFACTURER: Milwaukee
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EAN: 4002395233342

PLH 32 XE - 32mm SDS-Plus 3-mode |-shaped hammer 900

W, in HD Box, 4933400069

+ Good balance and easy handling from the compact L-shape design with AVS (Anti-Vibration-System) and soft grip

handle.

+ 900 watt motor combined with optimised drilling speed results in unsurpassed drilling performance.

« Fast tool changing from the FIXTEC system with keyless chuck.

+ Electronics with accelerator switch.

« Reliable safety clutch protects machine and user.

U WARRANTY: EXTENDED WARRANTY (UPON ONLINE
REGISTRATION)

2 924,10 zt (tax excl.)

(3 596,64 zt (tax incl.))
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https://imilwauke.pl/en/17934-plh-32-xe-32mm-sds-plus-3-mode-I-shaped-hammer-900-w-in-hd-box-4933...

rs and a 3.8 joule single blow energy
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