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DESCRIPTION
Vibration chiseling/drilling: 16/22
Sound pow vel: 103 dB(A)

ind pressure level: 93 dB(A)

Brush rotation ring (for same powe

Safety clutch pr

X versio

FEATURES
Symbol
Waga [kg]
Uchwyt
Czestos¢ udaru [ud/min]
Energia udaru
Moc [W]
Zasilanie
Srednica wiercenia w betonie
Srednica wiercenia w drewnie
Srednica wiercenia w metalu

Obroty [obr/min]
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ts machine and user if drill bit jams

SYMBOL: 4933396396 MANUFACTURER:

\_N:IH'IWHISEI]

Milwaukee

EAN: 4002395234936

PH 28 - 28mm SDS-Plus 3-mode hammer 820 W, in HD Box

« Over sized heavy weight striker delivers 3.4 joules of impact energy.

+ 820 watt motor combined with optimised drilling speed results in unsurpassed drilling performance.

« Soft start for precise start of drilling/chiselling.

+ Low vibration due to ergonomic soft grip on main and side handle.

+ Soft hammer mode for drilling in sensitive materials.

* 4 m cable.

U WARRANTY: EXTENDED WARRANTY (UPON ONLINE

REGISTRATION)

1 664,]0 zt (tax excl.)

(2 046,84 zt (tax incl.))

Ty

https://imilwauke.pl/en/17941-ph-28-28mm-sds-plus-3-mode-hammer-820-w-in-hd-box.html

utilising integrated metal block technology in the gearing mechanism
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